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Description: 

The iConverter 1 -Module Managed Power Chassis 
supports the entire family iConverter media converters. 
Supporting 10, 100, 10/100, Gigabit Ethernet, T1, E1, 
OC-3 and OC-12 technologies, the iConverter family is 
suitable for LAN and MAN networks where copper to fiber, 
multimode fiber to single-mode fiber, dual fiber to single- 
fiber, or copper to coax conversions are required. 
Additional modules include redundant fiber or UTP, and 
a 4-port 10/100 switch module. 

Mounting and Cable Attachment: 

1 . This chassis is intended to be and must be used only 
with a Listed Direct Plug-In Power Unit marked "Class 2" 
and rated at 9VDC, 1 Amp. 


iConverter Chassis Options 

Configuration 

1-Module AC 

US Power 110VAC/60Hz 

1-Module AC 

230VAC/50-60Hz 

External Power Supply 

8240-1 

8240-2 

Wall Mounting 
Hardware Kit 

8249-0 

8249-0 
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2. This product should always be used only with the 
Omnitron Supplied Power Unit. 

3. Refer to the individual iConverter Users Manual for 
cabling and setup of the module installed into the 
1-Module Chassis. 

4. Carefully slide the iConverter Slide-in-Module into in- 
stallation slot, aligning the iConverter Slide-in-Module 
with installation guides. NOTE: Ensure that Slide-in- 
Module is firmly seated against the backplane. 

5. Secure Slide-in-Module by securing panel fastener 
screw (attached to Slide-in-Module) to chassis front. 

6. Locate the supplied AC power adapter and plug into 
back of the iConverter 1 -Module chassis. 

7. Connect the power adapter into an appropriate AC 
power source. 

8. Validate that the unit has powered up properly by 
checking the power status LED located on the installed 
iConverter module. 

9. If mounting the chassis to a wall, backboard or other 
flat surface, use the optional iConverter Wall Mount- 
ing Hardware Kit (Model 8249-0). 


WARNING! 
Before inserting the Power Adapter, verify 
that the power on the unit is appropriate 
for your AC line voltage source. 


SPECIFICATIONS 

Model 

8240-1 

8240-2 

Power Supply 

External 

External 

Requirements 

110VAC/0.5A@60Hz 

230VAC/0.4A@50Hz 

Dimensions 

W3.8"xD:5.5"x 

W3.8"xD:5.5"x 

H:1.0" 

H:1.0" 

Weight 

1.5 lbs 

1.5 bs 

Compliance 

UL, CE, FCC Class A, 
NEBS Level 3 

UL, CE, FCC Class A, 
NEBS Level 3 

Temperature 

-Operating 

-Storage 

0 to 50 C 
-40 to 80 C 

0 to 50 C 
-40 to 80 C 

Humidity 
(non-conde ns ing) 

0 - 90% 

0 - 90% 

Altitude 

0 - 10,000 ft. 

0 - 10,000 ft. 

MTBF (hrs) 

333,333 

333,333 


Technical Support: 

For help with this product, contact our Tech. Support: 

Phone: (949) 250-6510 

Fax: (949) 250-6514 

Address: Omnitron Systems Technology, Inc. 

27 Mauchly #201 

Irvine, CA 92618 USA 
E-mail: support@omnitron-systems.com 
URL: http://www.omnitron-systems.com 
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